


S P E C I F I C A T I O N S

LAP PLATE DIAMETER     2434 MM 84 INCHES

DIAMETER OF LAP PLATE CENTER RECESS 457.2 MM 18 INCHES

WEAR LIFE      100 MM 4.0 INCHES

MATERIAL      CAST IRON        

LAP PLATE IS MADE UP OF 16 INDIVIDUAL SEGMENTS BOLTED TO A SUPPORT PLATE TO FORM A SERRATED PLATE

MAXIMUM SINGLE POINT LOADING ON LAP PLATE 2700 KG 6000 LBS.

NUMBER OF CONDITIONING RINGS   4      

INNER DIAMETER OF CONDITIONING RING 813 MM 32 INCHES

OUTER DIAMETER OF CONDITIONING RING 889 MM 3 5 INCHES

WEAR LIFE OF CONDITIONING RING   89 MM   3.5 INCHES

WORKING HEIGHT OF MACHINE   1520 MM 59.8 INCHES

WIDTH OF MACHINE     2600 MM 102.4 INCHES

LENGTH OF MACHINE     2600 MM 102.4 INCHES

ABRASIVE TANK CAPACITY    31 U.S. GALLONS    

WASTE TANK CAPACITY     37 LITERS 9.6 U.S. GALLONS

MAIN DRIVE MOTOR     30 KW   40 HP   

ABRASIVE PUMP AND MOTOR    3/4 HP      

Lapmaster has a policy of continued development and the 

specifications outlined above are subject to change without notice.

M O D E L  8 4
S T A N D A R D T O O L I N G
Cast iron serrated lapping plate.
(Dimensions as above.)

Four cast iron serrated conditioning
rings.(Dimensions as above.)

Starter sample of  Lapmaster abrasive

Starter sample of  Lapmaster lapping
vehicle

Set of  Allen keys.

Operation and maintenance manual.
NOTE: No pressure weights or felt pads
are supplied as standard, as for most
work using this size of  machine sufficient
lapping load is obtained from the weight
of the components themselves.
These items can be offered on request.

A V A I L A B L E  O P T I O N S
3 ring model.

Variable speed lap drive
(using frequency inverter).

Water cooled lap plates.

Non-standard voltages.
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Lapmaster International Ltd

Lee Mill Industrial Estate,
Ivybridge, Devon, PL21 9EN, UK.
Telephone: + 44 (0)1752 893191
Fax: + 44 (0)1752 896355
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